


Securant® The ORIGINAL by
• install once – use always
• qualified advice on site
• certified and recommended by employers’ liability

insurance associations and SUVA

Seculine®

• get in our out at any point
• traversing of all fixed and end points possible
• permanent stainless steel security rope

Secupoint®

• completely made from stainless steel
• easiest installation, just one drill hole
• one type for all models
• minimum weight and storage space

Seculine® Vario
• traversable/non-traversable stainless steel attach-

ment point 
• also as single attachment point at request
• installation completely carried out by installation firm

SYMAT® Perfect, multi-part system

• height-adjustable and swiveling, with 3-d holding track
• according to DIN 1055-4 with storm protection
• only one profile for connection of foils and roofing mem-

branes
• unit heights 125 – 1300 mm, also in stainless steel

SYMAT® Rasant, two-part system

• for foils and bituminous sheeting from 1.2 to 5.0 mm
• two-part fascia as per DIN 1055-4
• element heights: 100, 125, 150 and 200 mm

Serie SBK, two-part system

• for foils and bituminous sheeting from 1.2 to 5.0 mm
• two-part fascia according to DIN 1055-4
• element heights: 100, 130, 150, 200 mm

Serie PR9, two-part system

• for foils and bituminous sheeting
• two-part flashing  as per DIN 1055-4
• with continuous pressure-lock profile
• element heights: 110, 130, 180 mm

Serie ST, one-piece system

• for foils and bituminous sheeting
• fascia according to DIN 1055-4
• element heights: 80, 100, 120 mm

rewa System Master 2000, flat roof drain

• direct connection of all roofing membranes from 0.1 to
10 mm

• 1 drain with two sizes in each carton
• heating can be installed or removed later
• minimum storage

Duromat, ventilation / extractor tube

• one system = two applications
• no cutting and chamfering

Kaldomat, ventilation for insulated and 
uninsulated roofs

• ventilation cross-section 200 cm?
• easy screwing and unscrewing of hood
• made from shock-resistant plastic PP
• environment-friendly and ground water neutral

easyFlexx
• 1000% elasticity with almost complete retraction
• without fabric reinforcement
• extremely perforation-proof

ff-Profil „Das Original“
• 50 % less sealing material due to eco-web
• variable use for bitumen, foil, metal
• height 60 mm, also with gasket

KL 45, S4
• one-part flashings
• KL45 height: 45 mm

S4 height: 46 mm

W 125, WG
• one-part flashing as covering strip / step protection
• height: 125 mm / variable bended type

KW 62
• one-part copper flashing
• height: 62 mm, made from copper

PT 120, PT 180
• terrace border profiles for protection against mecha-

nical damage
• also with cover strip for invisible fastening
• heights: 120 and 180 mm

Secuwin®

• two-part stainless steel system for protection of
persons against falling

• for recurring works at inner building ceilings, win-
dows etc. 

Serie BA
• coping according to DIN 1055-4, with many different

forms incl. mounting brackets / butt joints as stan-
dard, further systems available (picture patented
holder with tension clamp

• upper panel also available in stainless steel or copper

KFL 80  
• sturdy extruded system
• 130 mm, with 62 mm cover below, 
• punched or not punched
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Product Overview
Safeguards-against-falling

Fascia Systems

Gravel Borders

Ventilation / Extractor Tubes

Drainage System

Feeder Line

Coping Systems

Flashings and Terrace Border Profiles
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